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Product Service

CERTIFICATE

No. U6 101604 0006 Rev. 00

Holder of Certificate: INTEGRATECH bvba
Groenstraat 48
3270 Scherpenheuvel
BELGIUM

Certification Mark:

tuv-sud.com/
ps-cel

Product: Fixed general purpose luminaires
(LED Tri-proof Light)

The product was voluntarily tested according to the listed standards. The product can be marked with
the certification mark shown above. It is not permitted to alter the certification mark in any way. In
addition, the certificate holder must not transfer the certificate to third parties. All applicable
requirements of the testing and certification regulations of TUV SUD Group have to be complied. For
details see: www.tuvsud.com/ps-cert

Test report no.: 64142205009901

Date, 2021-01-19 w@
(

( Taylor Yao )
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Product Service

CERTIFICATE

No. U6 101604 0006 Rev. 00

Model(s): HWDP-906X; HWDP-1806X;
HWDP-1812X; HWDP-3612X;
HWDP-2515X; HWDP-5015X;
HWDP-1806X-1-10V; HWDP-1812X-1-10V;
HWDP-3612X-1-10V; HWDP-2515X-1-10V;
HWDP-5015X-1-10V; HWDP-1806XDA;
HWDP-1812XDA; HWDP-3612XDA;
HWDP-2515XDA; HWDP-5015XDA;
HWDP-1812XRF; HWDP-3612XRF;
HWDP-2515XRF; HWDP-5015XRF
(‘X’ stands for CCT of LED, can be 2=2700-3000K,
3=3000-3500K, 4=4000-4500K, 5=5000-5500K,
6=6000-6500K)

Brand Name: INTEGRATECH

("integ ratech

Parameters:

Rated Voltage : 220-240VAC

Rated Frequency : 50/60Hz

Rated Power : See below table for details
Protection Class : |
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4 : Degree of Protection : IP66
! Blue Light Risk Group: RGO
ta:40°C
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2 CERTIFICATE

LLJ

W No. U6 101604 0006 Rev. 00

2

o Model No. Rated Power (W)

o HWDP-906X 9

< HWDP-1806X 18

o HWDP-1812X 18

— HWDP-3612X 36

Ll HWDP-2515X 25

I: HWDP-5015X 50

o HWDP-1806X-1-10V 18

w HWDP-1812X-1-10V 18

o HWDP-3612X-1-10V 36
HWDP-2515X-1-10V 25

< HWDP-5015X-1-10V 50
HWDP-1806XDA 18

- HWDP-1812XDA 18

< HWDP-3612XDA 36

< HWDP-2515XDA 25

s HWDP-5015XDA 50

=Y HWDP-1812XRF 18

< HWDP-3612XRF 36

- HWDP-2515XRF 25

o HWDP-5015XRF 50

LLJ

(&)

¢ Tested EN 60598-2-1:1989

. EN 60598-1:2015/A1:2018

i according to:

i :

o Production 108785

g Facility(ies):
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 TÜV SÜD Product Service GmbH 
 Certification Body 
 Ridlerstraße 65 
 80339 Munich 
 Germany 
 
 TÜV SÜD America Inc. 
 10 Centennial Drive Ste 207 
 Peabody, MA 01960 USA 
 
 TÜV SÜD PSB Pte Ltd 
 1 Science Park Drive 
 Singapore 118221 
 
 TUV SUD BABT 
 Octagon House 
 Concorde Way 
 Fareham 
 Hampshire 
 PO15 5RL 
 United Kingdom 
 
 TÜV SÜD Certification and Testing (China) Co. Ltd. 
 No. 10 Huaxia Rd.(m) 
 Xishan District 
 Wuxi 
 Jiangsu 
 P.R.China 
 
 TÜV SÜD DO BRASIL SFDK 
 Rua do Tesouro, 23 - 17° andar 
 São Paulo - SP 
 01013-020 
 Brasil
	
This certificate has been digitally signed by TÜV SÜD Product Service GmbH on behalf of the certificate issuing certification body as named in the pdf document's footer.
 
The sole responsiblity for the content of the certificate is with the certificate issuing certification body.




